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(57) Abstract: The invention relates to a method for removing 
material from a three-dimensional surface (1) of any shape in 
a multi -layered manner by means of a material removing agent 
(9), such as a laser, that acts in points on a surface. According to 
said method, a surface structure (2) is removed from the three- 
dimensional surface (1), the surface (1) is approximated by a 
polygon network (18), and raster images are associated with the 
polygons (19) of the polygon network (18). Said polygons are 
projected onto the machining region (10) of the material remov- 
ing means. A series of superimposed polygon networks (18) is 
produced for the removal of the material, each of the polygon 
networks being associated with a layer in which material is re- 
moved, if the information stored on the projected raster image 
indicates the planned removal of material. The use of polygon 
networks (18) for removing material in a multi-layered manner 
ensures a very precise removal of material from a surface struc- 
ture (2) of any shape, thus creating a highly precise three-dimen- 
sional surface structure (2). 

(57) Zusammenfassung: Ein Verfahren zur ein - oder mehr- 
schichtigen Materialabtragung einer beliebig geformten dreidi- 
memsionalen Oberflache (1) mittels eines punktformig auf eine 
Oberflache wirkenden Abtragungsmittels (9), wie mittels eines 
Lasers, bei welchem eine Oberflachenstruktur (2) von der drei- 
dimensionalen Oberflache (1) abgetragen wird umfasst die fol- 
genden Verfahransschritte: die Oberflache (1) durch ein Poly- 
gonnetz (18) angenahert, den Polygonen (19) des Polygonnetzes 
(18) werden Rasterbilder zugeordneL Diese Polygene werden 
auf den B earbei tungsbereic h (10) des Abtragmittels projiziert. 
Fur den Materialabtrag wird eine Serie von ubereinander lie- 
genden Polygonnetzen (18) erzeugt, wobei jedes der Polygon- 
netze einer Schicht zugeordnet ist, in welcher Material abgetra- 
gen wird, wenn die Information, welche 
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auf dem projizierten Rasterbild gespeichert ist, Materialabtrag vorsieht. Duich die Verwendung von Polygonnetzen (18) zum 
schichtweisen Materialabtrag kann ein sehr genauer Abtrag bei einer beliebig geformten Oberflachenstruktur (2) gewahrleistet 
werden, sodass eine dreidimensionale Oberflachenstruktur (2) hochster Genauigkeit entsteht. 



